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XPCL UPPER CYLINDER LUBRICANT 1:500 - Continuous Application
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Product
Description

Function

Application

Typical
Specifications

Typical
Elemental
Analysis

Trace Metals
Environment
Product

Compatibility

Classification

Warranty

Packaging

Cost.

Availability

Petrol or Diesel powered engines - also compatible with Methanol

XPCL Lube is a non-metallic petroleum product resembling motor oil in appearance
and viscosity. Characteristics, however, differ significantly from motor oil.

XPCL Lube disperses and suspends in the fuel in a colloidal fashion. XPCL Lube
suspending in the fuel, as opposed to reacting with it, allows the XPCL and the

fuel to retain their inherent chemical characteristics. The fuel serves as a

vehicle to carry the lubricant to the upper cylinder area.

XPCL Lube reduces friction, shields engine parts from harmful contaminants,
increases compression and facilitates a more complete burn in the combustion
chamber. XPCL Lube also has a significant cleaning property to keep the engine free
of carbon and varnish deposits.

The fuel is dosed with XPCL Upper Cylinder Lubricant in the ratio of 1:500.
For application in 2-stroke engines, please ask for specific instructions.

Flash point (COC Electric) 1540C  Heavy Metals Nil
Fire Point (COC Electric) 2040C Phenolics Nil
Gravity, Deg. API @ 15.50C SUS  27.0 Aromatics Nil
Coefficient of Friction (50Kg) 0.07 Viscosity @ 380C 160cSt, 740 SUS
Viscosity @ 990C 14.8 cSt, 77 SUS Pour Point -120C
Relative Density @ 150C 0.890 P.H. 6.4-6.6
Rust Prevention IP Test 135 Passed Carbon Residue 0.400%
Rust Prevention IP Test 154 Passed 1 Sulphated Ash 0.010%
TAN (Total Acid Number) 0.200 Viscosity Index 100 - 104
TBN 0.100
Carbon 86.059% Nitrogen 0.008%
Hydrogen 13.433% Sulphur 0.200%
Oxygen 0.300%

Prior to production, each component undergoes analysis to ensure finished product
meets specification of maximum 50 ppm trace elements.

Tested and registered with the US Environmental Protection Agency.

XPCL Upper Cylinder Lubricant and XPCL Cleaner 1:100 are compatible with each
other and are also compatible with all petroleum-based fuels.

IMCO ADR/RID R.AR
XPCL Upper Cylinder Lubricant 1:500 is NOT subject to any restrictions.

XPCL Upper Cylinder Lubricant 1:500 does not affect the engine manufacturer's
recommendations as to the SAE classification range of oil. In other words, it does
not drop it out of the lubricant specifications insisted on by engine manufacturers.

XPCL Cleaner & Lubricant are available in 1 litre polybottles with ml. measuring facilities,
weighing approx.1 kilo per litre (packaged) .

XPCL Cleaner & Lubricant are priced @ £15 per litre

XPCL may be purchased from: 'BMS', Strathmilligan, Tynron,
Thornhill, Dumfries DG3 4LE. Tel/fax 01848 200700
e-mail: brianmorison@onetel.com




